MANIFOLD TYPE FILTER

42 MPa

1. Maximum operating pressure: 42 MPa » Model Code

Impulse test: 42 MPa x 107 times

2. Installation dimensions are the same for Model 4201 I iltrati
; - __ |Inner Filtration :
and GC. Fluid Type 4201 Diameter Case Length Ratin Option
3. Elements used for Model 4201 and GC are the same. | | |
4. For mounting, please prepare and use hexagon | |
socket cap bolt (strength 12.9). g =T SodoTrmeroia] oo Sede T Fivat Viedi Vel
; ode ui ode .| [Code iltration edia . odel
Size M16 x 90 Biank y——— 4 3C Code | Indicalor | 3mPa set]0.7MPa set
* i - - -
F | Phosphate ester-based oil 2 3CH 3 microns Cib B';:‘k Blind plug
G Water glycol-based oil % 8C 8 microns foer 0 Visual IH-3 IH-7
~| 8CH
i i e RE )
é Caution When rgleasmg air, do nqt over-loosen s 250 | 25 microns ox T Electric | EH:3 EH-7
No.6 Air vent plug. Avoid No.7 Steel . , -
- - Coding Example Y| 10U | 10 microns RD | Electric | EH-3D | EH-7D
ball pop-out which may cause Injury. - LD | formicro capaciy)
F-4201-12Z-4-3C-REV *| 20U 20 microns Paper
*| 40U 40 microns |
i - i Code | Relief Valve
Wire (SUS) media are also available. K N
one
% 3C: A3 200 V| With
8C : 38 = 200 3% “R”: Indicator is installed on the RIGHT side
25C : 35 = 200 when vieyved frpn_1 inlet. )
(Note) “CH” is for high differential pressure 21MPa L”: Indicator is installed on the LEFT side
elements. Relief valve cannot be attached. when viewed from inlet.

% Not to be used with water glycol-based oil.
i‘( Filter media used for water glycol-based oil
differs from that for mineral oil.

163 2 M Part List > Spares
000 r_._'_w_. 20 O-ing NBR 1| JISB 2401. 1A
L 19 O-ring NBR 1 | JISB 2401. 1B mE ¢
- 17 18 Indicator SuS 1SET | Option emen
° 17 | Indicator block | FCD500 | 1SET | With bot & P-6 (backup ring)
s 16 | Reliefvalve | S5,G%€%% | 1SET | Option With 5-32 P ——| Fluid Type 4201 Case Length | —— |Filtration Rating
88 . oding example: P-F- -4-
2 ) 15 Piece c3604 | 2 Cod le: P-F-4201-4-3C
ree AV 14 Set screw SCM435 2
- 13 O-ring NBR 1 JISB 2401.1B .
g 12 | Backupring | Teflon 2 Bl Sealing parts set
I ik O-ring Egg 2 |JISB2401.18 @ For element replacement (Part No. with © in “O-ring and Backup ring”.)
10 O-ring 1
- . Inner Code| Filtration Ratin:
9 Backup ring Teflon 2 SP —— | Fluid Type 4201 E—— 30H.8CH 9
8 O-ring NBR 2 | JISB2401.1B - . UW |5UW, 10UW, 200W
" = Steal ball SUJ 1 Coding example: SP-F-4201-12Z-UW Blank Others
8 152 6 Air vent plug SCM435 1
c 6 f
g i Dé‘l"::q‘;';‘tg SCM435 1 @ For overhaul
o / 7 " " "
= 3 Cover SF440 1 _ _ |Code| Filtration Rating | | Code | Indicator Code | Relief Valve
€ 819 2 Shell SA372Gr.D 1 SA Fluid Type 4201 Diameter H 3CH,8CH Blank | Blind plug K None
[} i i - -
1 Bod FCD500 1 | X b -F- - - - ) ) !
£ c Coding example: SA-F-4201-12Z-UW-EV UW | SUW, 10UW, 20UW ! Visual v With
[0} 3 Y 5 Blank| Others E Electric
| PatNo/ Part Name | Material | Qty Remarks Eleotr
108 /® D (for m'cerf cnc ity)
licro capacity)
T
= @
16
481 B O-ring and backup ring (All 4201 models) » Flow Rate Chart
I (14 art No.| © o o : g °
i B O@m TS T [t | e | @ISO VG32 @ Viscosity: 32 cSt (40C)
— iame
AS568-131
O-ring| G-105 |20 - - X -
N L 1 P-42(HST0) G-40 P18 P22 P-16 Filtration Rating 3 Microns (3C) Filtration Rating 8 Microns (8C)
®/ 30,89 \m 115X ¢ 108103 =2 SUN-4B,G40 JIS B2407,T2 0.15 / 0.15
Backup|
ring (Endless) |t125X ¢47.2429] (for fange) P22
ouT #4785 4475 - . - . /
%1 For use of SUW, 10UW and 20UW £, s~ g o o
%2 Backup ring is included for use of high differential pressure element only. = / 8 = / 5 L7
o o
[ [ A
3 P / @ //
2 0.05 2 0.05
o o
B Dimensions and Standard Flow Rates
Symbol Element Mass | Standard Flow Rate
Model h H Allowance E | (kg) (o /min) 0 50 100 150 200 250 0 50 100 150 200 250
! —  Flow Rate (2/min) —  Flow Rate (2/min)
4201-12Z-4 211 357 170 30 300
4201-12Z-5 330 476 290 33 330
4201-12Z-6 431 577 390 36 350
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